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pH•ORP•Cond•TDS•EC 

522 521 511 A 511 

Standard Accessories 

Features 

Specifications 

• Standard solution 
• Battery 
• Screwdriver 
• Carrying case 
• Instruction manual 

511 511 A 521 522 531 532 541 561 
Type pH I pH Conductivity Conductivity TDS TDS ORP EC 
Range 0-14.0 I 0-14.00 0-9990 µS 0-999 µS 10-9990 ppm 0-999 ppm ±1999 mV 0-20.0 EC 
Accuracy 

- -±0.1+1 digit I ±0.02+1 digtt ±1 %FS ±1 %FS ±1 %FS ±1 %FS ±2%FS. ±1%FS 
Resolution 0.1 I 0.01 10 1 10 1 J1 0.1 
ATC No I Yes Yes Yes Yes Yes N/A Yes 
Power 

� 
9V 1 1.5V x 3(or 9V) 9V 9V 9V 9V .sv 9V 

Dimensions Meter:158 x40x34 mm Carrying case:165 x 100 x 40 mm 
Weight Meter: 85 g(w/o battery) Complete kit: 2509 (average) 

• Fast response combined with high accuracy. 
• Impact Resistant ABS case. Splash-proof membrane keypad. 
• Electrode can be extended up to 80mm. 
• Manual calibration via screw trim pot. 
• Pocket clip moulded on the rear of the case. 

pH•ORP•Cond•TDS•EC 
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